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BORDER REV: DATE:

NOTE: MD 24 IS CONSIDERED TO RUN
IN A NORTH-SOUTH DIRECTION.
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CONSTRUCTION DETAILS

USE EXISTING CONDUIT AND/OR HANDHOLE.
USE EXISTING CABINET AND CONTROLLER.

INSTALL THETHER WIRE TO EXISTING SPAN WIRE AS SHOWN.

. USE EXISTING STRAIN POLE TO INSTALL OPTICOM DETECTOR EYE AS SHOWN.
. USE EXISTING STRAIN POLE.

. USE EXISTING SPAN WIRE TO INSTALL OPTICOM DETECTOR EYE CABLE.
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NEMA PHASING

g 3

g 6

Fire Pre-Emption

FLASHING
OPERATITON

PHASING NOTES:

1.
2.

PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
PHASES ASSCCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.

ONE HANDHOLE AND TWO LEFT ARROW PAVEMENT
/— MARKINGS ARE LOCATED WITHIN BREAKLINE.

SHOULDER

GENERAL NOTES:

1. This plan reflects only those underground utilities
that were apparent at the time of this location
being asbuiit. A detailed review was not undertaken

and the plan shouid not be construed
all undsrground utilities in the area.

2. Any modification to this subject signhal should be

preceded by a thorough identificatio

utilities.
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STREET TRAFFIC STUDIES, LTD.

400 Crain Hwy.NW.
Gisn Burnle, dD 2106}

Ph (4/0) 590-5500
Fax (4/0) 5906637
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REVISE FOR W.B. MD 924
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STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

MD 24 AT MD 924
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